
Equipment Data Sheet: 

AIR
DRYER

(CFM 1000, 10 Bar)



Inlet 
Connection

5” ANSI B16.5 150# 
Flange

Outlet Connection

4” ANSI B16.5 150# 
Flange

Desiccant

Alumina

Pressure Relief 
Valve

20% above Max. 
Operating 
Pressure 

Chassis 

4 point lift crash 
Fames/ w forklift 

pockets

Filtration 

Inlet
Moisture filter 

Outlet-
Particulate filter

Medium

Compressed Air
Weight & Dimensions

Net Weight 3000 Kg

Gross Weight 3000Kg

SWL 3000kg

Length 2200 mm

Width 2200mm

Height 3000 mm

TECHNICAL SPECIFICATION :

Dryer Make , Model Gates / SPX, ADS-1200DHA-10P

Dryer Capacity 1000 SCFM

Inlet pressure 4.1 to 10 Bar
Inlet Temperature 38 Ċ
Outlet Moisture content -20 ˚C /- 40 ˚C at line pressure and subject to inlet condition
NEMA cycle 10/6/4 Minutes
Dryer Cycle 6/3/3 Minutes
Timer Control Pneumatic (From dryer outlet air)
Pre-cooler Air driven Cooling Fan


